
Engineering Department Schedule B 
 Data Sheet 

MELBY STREET 19-108 

 
Location Melby Street, from Anderson Drive to Hastings Way, within Section 34, T 28 

N, R 9 W. 
(Branch 366, Sections 341 & 342) 

 
Improvements Water Main & Services, Sanitary Sewer & Services, Storm Sewer, Grade, 

Gravel, Curb & Gutter, Sidewalk, Sidewalk Repair, Driveway Approaches, 
Bituminous Pavement and Boulevard Restoration 

 
Abutting Property Four (4) 
 
Right-of-Way 66 feet.  No additional acquisition is proposed. 
 
Initiation 2019 CIP 
 
Estimate of 
Cost 

Water Main 107,700$             
Storm Sewer 19,410                 
Street Construction 107,038               
Estimated Construction Cost 234,148$             
Legal, Fiscal & Engineering 23,400                 
Contingency 23,400                 
Estimated Project Cost 280,948$              

 
Existing 
Conditions 
 

Sanitary Sewer: None 
 
Water: 12-Inch Cast Iron - 1959 
 
Storm Sewer: 18-Inch RCP - 1994 
 
Street: Functional Classification – Minor Arterial 
 Bituminous Pavement – 1995 
 Street Width – 42 feet wide (FF) (Anderson Dr. to UPRR Tracks) 
           – 52 feet wide (FF) (UPRR Tracks to Hastings Way) 
 Curb and Gutter = 1972 and 1995 (Anderson Dr. to UPRR Tracks) 
      = 1995 (UPRR Tracks to Hastings Way) 
 Sidewalk = 0% 
 PCI Range = 56 to 66 
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MELBY STREET 19-108 

Special 
Conditions 
 
Melby Street, from Anderson Drive to Hastings Way, is classified as a minor arterial street. 
 
The existing street has a bituminous pavement with a pavement condition index (PCI) range of 56 to 
66.  The bituminous pavement was constructed in 1995.  Melby Street is currently 42 – 52 feet wide 
between the faces of curb. 
 
The existing water main was installed in 1959, is 12-inch in diameter, and is constructed of cast iron.  
The water main is proposed to be replaced with a new 12-inch diameter ductile iron water main. 
 
There is no existing sanitary sewer in this section of Melby Street. 
 
The existing storm sewer was installed in 1994, is 18-inch diameter reinforced concrete pipe, and is 
slightly undersized.  The storm sewer is proposed to be replaced with a new reinforced concrete pipe 
storm sewer system of a larger diameter. 
 
An open house was held on Wednesday, February 6th at the Chippewa Valley Regional Airport to 
receive input and feedback on the street.  Feedback at the open house referenced high usage of the 
Melby Street / Anderson Drive intersection by truck traffic accessing the industrial park.  The proposed 
project accommodates the truck traffic. 
 
The project proposes the reconstruction of Melby Street to include the removal of the existing street 
and sidewalk, utility replacement, grading, a new gravel base, concrete curb & gutter, sidewalk, 
sidewalk repair, driveway approach, boulevard restoration, and a 6-inch thick bituminous pavement.  
The project proposes to reconstruct the street slightly narrower to allow for the construction of 
sidewalks along both sides of Melby Street, connecting existing sidewalks to the Old Abe State 
Recreational Trail.  Also included in the proposed design are bike lanes from Anderson Drive to the 
UPRR tracks.  Melby Street west of Cardinal Avenue has existing bike lanes.  The intersection of Melby 
Street with Anderson Drive is proposed to have a left turn lane onto Anderson Drive in addition to a 
westbound thru lane on Melby Street.  It is anticipated the detour required for this project will use 
Hastings Way, Eddy Lane, and Starr Avenue.   
 
This section of Melby Street is serviced by the Eau Claire Transit Route 3 – North High with a transit 
stop located at the intersection of Melby Street and Anderson Drive.  Construction impacts from the 
project will be coordinated with the Transit Division. 
 
Melby Street is identified as a primary/regional bicycle route in the City’s Bicycle and Pedestrian Plan, 
which also connects with the City’s recreational trail to the east.  BPAC supports the plans to 
reconstruct Melby Street with sidewalk along both the north and south sides of the streets.  BPAC also 
recommended enhanced crosswalk treatment where the Old Abe Trail crosses Melby Street and to 
explore expanded bike lane striping in the future.   
 
Construction of Melby Street will be coordinated with the City of Eau Claire construction project 
proposed for Eddy Lane and the Union Pacific Railroad’s safety improvement project for the railroad 
crossing at Melby Street.  Both projects are scheduled for 2019.  
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